SkillsUSA Nebraska
Middle School Level

BRIDGE BUILDING
CONTEST REGULATIONS

I. Purpose:
The objective of the contest is to design and build the most efficient bridge that will support a load over a given span using a given material. Bridges must be built by the individual prior to coming to SkillsUSA Nebraska Leadership and Skills conference. The Bridge Building contest will test to determine the efficiency of the design, not the maximum load carried. Bridges may be disqualified if they do not meet all the identified criteria.

II. Clothing Requirements:
SkillsUSA or appropriate conference attire. Your school name should not appear on any clothing.

III. Eligibility:
Any SkillsUSA Nebraska, member who qualifies for SkillsUSA Nebraska Leadership & Skills Conference. Participants are not required to be present during the testing except that local advisors may require attendance.

IV. Materials of Construction:
The bridge must be bonded together with commercially available glue. Any type may be used.

The bridge must be constructed entirely of wood. Any kind of wood may be used as long as it is 3/16" x 3/16"or less in cross-section. No particle board, (gussets*) or (laminated*) wood may be used.

* Any triangular structure that completely fills the corner will be considered a gusset. (If daylight exists between the two beams constructing the corner the beam will be considered a structural member.)

*Laminated wood is described as gluing two or more pieces of wood face to face or edge to edge. Even if the total cross sectional area of the laminated pieces is less than 3/16" x 3/16".

Maximum weight must not exceed 100 grams. Weight will be determined by the official conference scale.

Thread or other wrapping of joints is not permitted. You may not coat the bridge with any material. Splines or dowels are not permitted. Tension member, if used, must also be constructed of wood.
V. Scope of Contest:
The bridge dimensions must be in accordance with the following:

1. The bridge must be long enough to support itself on the test platform. It must span a gap of 300mm and have a maximum length of 350mm.
2. The bridge must give a minimum inside width of 50mm.
3. Wood pieces added (outriggers) to the bridge only to satisfy dimensional constraints will not be allowed.
4. The bridge must contain a “roadbed” with a minimum inside width of 50mm and a minimum length of 305mm. The top of the roadbed is not to be a solid surface. Maximum length of the substructure is 270mm and can be no more than 75mm below the top surface of the roadbed. Except for the roadbed and substructure, there are no other height limitations.
5. The roadbed must rest on the test platform. The maximum thickness of the roadbed will be no more than 3/8". Any part of the structure below the roadbed is to be considered the substructure and has to follow the guidelines and dimensions set up for the substructure.
6. No portion of the roadbed, loaded shall deflect, at maximum load, more than 20mm below the top of the test support.
7. The unloaded bridge must be symmetrical from side to side and left to right (not top to bottom). The bridge does not have to have sides or a top except the roadbed must support the load block (50mm x 50mm) and the bridge must fit the tester.
8. A drawing (2 or 3 view) with dimensions must accompany the bridge at time of contest.

The mass of the bridge will be determined by weighing at the time of testing. Efficiency rating (maximum load supported divided by mass of the bridge) will be used to determine the winner.

VI. Testing:

All construction requirements and dimensions will be checked prior to testing. Bridges which do not meet all requirements may be disqualified. Bridges must be at the test site at the starting time identified in the official program. Once testing has begun, no additional entries will be accepted. Bridges will remain the possession of the judges until they are released at the end of the testing. Load will be applied at the center of the bridge with downward force. The load will be applied through a metal load resting on the roadbed. The block will be exactly 50mm x 50mm x 10mm. Make certain the roadbed can support the block. The load will be applied to the loading block by a hydraulic loading rod. The rod will have a diameter of 13mm and will extend through the center of the roadbed. The underside of the substructure must be able to accommodate the lower end of the vertical loading rod which has a diameter of 25mm. This allows the bridge to fit properly in the bridge tester. The bridge construction must accommodate the block and hydraulic loading rod. Bridges which do not meet this requirement will be disqualified. Please view the pictures to see how the bridge will be fitted onto the machine.

Bridges will be tested until failure or the limits of the tester have been reached. Failure is defined as the inability of the bridges to carry additional load (Maximum load).
VII. Scoring:

<table>
<thead>
<tr>
<th>Contestant Number</th>
<th>Max Load Supported (lbs)</th>
<th>x 454 =</th>
<th>Weight of Bridge (grams)</th>
<th>= Efficiency Rating</th>
<th>Plus Drawings Up to 20 points</th>
<th>Total Points</th>
</tr>
</thead>
<tbody>
<tr>
<td>Example</td>
<td>43</td>
<td>19522</td>
<td>49</td>
<td>398.4081633</td>
<td>17</td>
<td>415</td>
</tr>
</tbody>
</table>

In case of a tie, the lightest bridge will be the winner.